
Modular acoustic panel system for walls and ceilings 
Super Acoustic 16/16/6

-   Finish: Veneer, melamine/vinyl or paint

-   Fire rating: Class A
-   Perforation diameter: 6 mm
-   Distance between horizontal holes: 16 mm centre to centre
-   Distance between vertical holes: 16 mm centre to centre
-   Perforation pattern: Staggered or inline
-   Weight per square foot (inline perforation): 2.27 lbs (1.03 Kg)
-   Weight per square foot (staggered perforation): 2.31 lbs (1.04 Kg)
-   Opened area of the panel (inline perforation): 13.84 %
-   Opened area of the panel (staggered perforation): 12.71 %

Core material
Total thickness

Panel sizes
Recommended
panel size

Custom sizes
also available

Fire rated 5/8"  (16 mm) MDF

veneered 17 mm melamine/vinyl 16.5 mm painted 16.5 mm

up to 5' x 10' up to 5' x 10' up to 5' x 10'

2' x 2'

2' x 6'

2' x 4'

2' x 8'

4' x 4'

5' x 5'

2' x 10'

2' x 2'

2' x 6'

2' x 4'

2' x 8'

4' x 4'

5' x 5'

2' x 10'

2' x 2'

2' x 6'

2' x 4'

2' x 8'

4' x 4'

5' x 5'

2' x 10'

16/16/6 staggered

16/16/6, 9.32%
with a gap of 1.5” between panel and wall
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